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CF-2002-14 

Bombardier CL-215T/CL-415 Propeller Control Unit Oil Pump 

29 March 2002 

Bombardier Inc. CL-215-6B11 aircraft serial numbers 1056 to 1 125, and CL-215-6811 
(41 5) aircraft serial numbers 2001 to 2053, not incorporating propeller control unit (PCU) 
backup pressure relief vaive in accordance with Bombardier Service Bulletins 21 5-31 08 
or 21 54234. 

Within 12 months after the effective date of this directive, or at the next scheduled engine 
shop visit, whichever occurs first, unless already accomplished. 

There have been a few incidents of external oil leaks from the PCU oil pump due to a 
malfunction of the pressure regulating valve, on PW 120 series engine powered aircraft. 
The resulting high internal oil pressure may cause a fracture of the pump body, loss of 
engine oil, or inability to maintain engine oil pressure and feather the propeller. This 
condition could result in reduced aircraft petforrnance, presenting a potentially hazardous 
situation. Since the CL-215T/CL-415 aircraft used a similar powerplant installation, 
Bombardier has developed a backup pressure relief valve to limit the PCU oil circuit 
pressure if the PCU pump regulating valve malfunctions. 

1. For CL-215-6811 aircraft serial numbers 1056 to 1125, install a backup pressure 
relief valve (Bombardier part number 21 5T60440-2) in accordance with Bombardier 
Service Bulletin (SB) 215-3108 dated 28 March 2001, or later revisions approved by 
the Chief, Continuing Airworthiness, Aircraft Certification, Transport Canada, on both 
engines. 

2. For CL-215-6B11 (415) aircraft serial numbers 2001 to 2053, install a backup 
pressure relief valve (6ombardier part number 21 5T60440-2) in accordance with 
Bombardier SB 215-4234 dated 28 March 2001, or later revisions approved by the 
Chief, Continuing Airworthiness, Aircraft Certification, Transport Canada, on both 
engines. 

For Minister of Transport RECEIVEP 

B. Goyanid 
Chief, Continuing Airworthiness 

MAR 0 7 2002 

NYACO-ANE-ITO 

Mr. Robin Lau, Continuing Airworthiness, Ottawa, telephone (61 3) 952-4461, facsimile 
(613) 996-9178 or e-mail 1aurQtc.gc.ca or any Transport Canada Centre. 

Pursuant to CAR 202.51 the regislered owner Of a Canadian aircratt shall. within Sewn days. notily the Minister in writing of any change 
of his or her name or aWess. To request a change of address. mntaCt Me Clvll Avlatlon Communications Centre (M) at Ram 
de Wh. Oltawa, OnMO K1A W. or 1-800305-2059, or M t p ~ ~ . t c . g c . c ~ ~ ~ n ~ x . M m .  
2cM)22 (01-2001) 
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CF-2002-14 

Bombardier CL-215T/CL-415 - Pompe a huile de regulateur d'helice 

29 mars 2002 

Les avions de Bombardier lnc. de modele CL-215-6811 portant les numeros de serie 
1056 1125, et les avions de modele CL-215-6B11 (415) portant les numeros de serie 
203: a 2053, sur lesquels on n'a pas installe la soupape de decharge de secours du 
regulateur d'helice (PCU) conformement aux bulletins de service 215-31 08 ou 215-4234 
de Bombardier. 

Dans les 12 mois suivant la date d'entree en vigueur de la presente consigne, ou lors de 
la prochaine visite regulibre a I'atelier rnoteur, selon la premiere eventualite, a rnoins que 
ce ne soit deja fait. 

II y a eu plusieurs incidents de fuite d'huile externe en provenance de la pompe a huile 
du PCU causes par une defaillance de la soupape de dkharge sur les avions propulses 
par les moteurs de la sene PW120. La surpression d'huile interne qui resulte de la fuite 
peut causer une fracture du corps de la pompe, une perte d'huile moteur, ou une 
incapacite a maintenir la pression d'huile moteur et une mise en drapeau de I'heliie. 
Cette panne peut reduire les performances de I'avion et entrainer une situation 
potentiellement dangereuse. Comrne les appareils CL-215T/CL-415 utilisent le rnQme 
type d'installations motrices, Bombardier a fabrique une soupape de dkharge de 
secours afin de limiter la pression du circuit d'huile du PCU en cas de defaillance de la 
soupape de decharge de la pompe du PCU. 

1. Pour les avions CL-215-6B11 portant les numeros de serie 1056 a 1125, installer sur 
les deux moteurs une soupape de decharge de secours (ref. 215T60440-2 de 
Bombardier) conformement aux instructions du bulletin de service (BS) 21 5-3108 de 
Bombardier, en date du 28 mars 2001, ou de toute revision ulterieure approuvee par 
le Chef, Maintien de la navigabilite aerienne, Certification des aeronefs, de 
Transports Canada. 

2. Pour les avions CL-215-6811 (415) portant les nurneros de serie 2001 a 2053, 
installer sur les deux moteurs une soupape de decharge de secours 
(ref. 215T60440-2 de Bombardier) conformernent aux instructions du BS 21 5-4234 
de Bombardier, en date du 28 mars 2001, ou de toute revision ulterieure approuvee 
par le Chef, Maintien de la navigabilite aerienne, Certification des aeronefs, de 
Transports Canada. 

Pour le Ministre des Transports 

B. Gop iuk '  
Chef, 

M. Robin Lau, Maintien de la navigabilite, aerienne, Ottawa, telephone (61 3 952-4461, 
telkopieur 613) 996-9178 ou courner electronique laur@tc.gc.ca, ou tou 1 Centre de 

aintien de la navigabilite aerienne 

Contact : 
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